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PRODUCT NO.:5777 

 

Purifier Vertical Clean Bench w/ Airflow Monitor (4 ft, Sterile) 
W 48” x D 28.6” x H 36.8”, Base stand and work surface not included 
 
DESCRIPTION: This clean bench directs HEPA-filtered air downward over the work area to provide 
ISO Class 5 conditions and protect the work been completed from particulate contamination. 
 
FEATURES: 

 Nominal down flow velocity of 45-65 fpm 
 Aerodynamic air foil 
 Supply HEPA filter, 99.99% efficient on particles 0.3 micron 
 ISO Class 5 air (formerly Class 100 per Federal Standard 209E) 
 Disposable pre-filter 
 Variable speed built-in blower with motorized impeller and solid state control rated for 10 

amps 
 Intrinsically-sound, negative pressure design 
 Minihelic pressure gauge 
 Air diffuser 
 UV-resistant, glacier white and gray, powder-coated aluminum and steel construction 
 UV-opaque and resistant 1/4" thick tempered safety glass sash and sides 
 Fluorescent lamp 
 Light and blower switches 
 9.4" high sash opening 
 Ergonomic 10° angled and hinged sash that pivots upward, locks to a loading height of 20" 

and has wiping seals to promote ISO Class 5 conditions 
 Two utility ports with iris openings and plugs 
 ETL Listing (115 volt, 60 Hz models) 
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TECHNICAL SPECIFICATIONS: 

Dimension, W x D x H (in) 48 x 28.6 x 36.8 
Shipping Weight (lbs/kg) 195/88 
Electrical 115V, 60 Hz, 5A 
Laminar Flow Vertical 
Conformance CAN/CSA C22.2, UL 

 
APPLICABLE PRODUCTS: 

 5778: Hood Acc., 4' Stainless Steel Work Surface, 29" Deep (REQUIRED) 
 
WARRANTY: 1 year 
 


