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Please note that the information contained herein is for informational purposes only.  The information is based on recognized compendia, manufacturers’ instructions and/or other authoritative sources and 

texts.  MEDISCA takes no responsibility for the validity or accuracy of this information.  Customer MUST refer to USP, FDA, Health Canada, TGA and/or their State Board to ensure they comply with the specific 

regulations and ensure that appropriate procedures are in place.  

PRODUCT NO.: 6870 

OMNISPENSE ELITE, WHEATON 

0.5-400 RPM, Volume Entry Range: 0.01-9999.99mL, 100-240V 

 

 

DESCRIPTION: The new WHEATON OmniSpense ELITE peristaltic dispensing pump is a technologically 

advanced pump at a price point that satisfies both the distributor partners and end users. Our new 

pump line offers distinct differentiators, such as a Large Icon Driven user interface, intuitive operation, 

and process flexibility through interchangeable pump heads. Competitors’ pumps have small text or 

small combined text and graphic displays. These interfaces may be difficult to operate and become 

time consuming when having to drill through the menus to adjust settings or to calibrate, especially in 

multi-use operations. WHEATON specializes in dispensing pumps so we have a clear understanding of 

how and when our customers implement them. 
 

FEATURES: 

 Highly intuitive Icon Driven User Interface enables fast, easy setup and operation 
 Durable Front Overlay is resistant to chemicals and wear 
 Polarized and Angled Screen allows for glare-free viewing 
 Compact Design with large 5# LCD backlit display  
 Trouble-Free Calibration protocol requires minimal user inputs  
 Drawback feature for filling into a closed container 
 Ultra High Precision Stepper Motor ensures accurate dispense volumes required for multi-well 

plates and microcentrifuge tubes 
 Programming and help screens provided in six languages to enable User-Friendly Operation in 

international laboratories: English, Chinese, French, Japanese, Korean and Spanish  
 Pump settings can be saved and recalled saving time in multi-use settings. Nine quick retrieval 

setups are available 
 Offers additional functionality that allows for real time measuring of liquid additions in the FLOW 

mode  
 Multiple ramp settings and is compatible with multiple pump heads and microcassette heads 
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TECHNICAL SPECIFICATIONS: 

 

Operating Speed (RPM) 0.5-400 

Dispensing Ranges (mL) 0.01-9999.99 

Flow Rate Ranges for Tubing (mL/min) 

2mm ID: 20.4 - 174 

3mm ID: 40.2 - 354 

6mm ID: 131 - 1176 

8mm ID: 200 - 1746 

Modes Dispense, Flow 

Direction Bidirectional; Clockwise and Counter-Clockwise 

Accuracy Midrange As High as ±1% 

Delay Time (s) 0.5-60 Automatic Mode 

Overall Dimensions, W x D x H (in / cm) 8.75 x 13 x 7 / 22.3 x 33.0 x 17.3 

Weight (lbs  / kg) 11.8 / 5.4 

Electrical Requirements 100-240VAC, 50/60Hz, 37W 

Compliance UL, CSA, CE, WEEE and RoHs 

 

 

ADDITIONAL INFORMATION: 

 

Warranty: 1 year 

 

Applicable Products: 

 
 8659: 5ft x 6mm I.D. Tubing Assay 
 8660: 5ft x 3mm I.D. Tubing Assay 

 


