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Image is for illustrative purposes only. Actual 

product may differ in color, size, and appearance. 

Please note that the information contained herein is for informational purposes only and based on recognized compendia, manufacturers’ instructions and/or other authoritative sources and texts.  MEDISCA® takes no 

responsibility for the validity or accuracy of this information.  Customer MUST refer to USP, FDA, Health Canada, TGA and/or their State Board to ensure they comply with the specific regulations and ensure that 

appropriate procedures are in place.  
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PRODUCT NO.: 7123 

BENCHTOP WATER PURIFICATION SYSTEM, LABCONCO 
W 11.4" × D 16.6" × H 21.2" 
 
DESCRIPTION: The Benchtop Water Purification System is used to turn any laboratory sink into an on-demand 

water station for ultra-purified water. This system provides Type I water that is ideal for many applications such as 
instrumental trace element analysis, mixing standardized acid/base solutions and media solutions. It also 
produces Type III water that is stored in the integral tank. Type III water is ideal for non-critical laboratory 
applications such as reagent preparation and glassware rinsing. 

 
FEATURES: 

 Thermoplastic housing with removable thermoplastic cover 
 Dispensing valve that dispenses >0.5 liter per minute Type I water by pressing the dispense button 
 Continuous/intermittent recirculation 
 Distribution pump 
 Color LCD for display of operating modes, operating parameters, maintenance or alarm messages and 

tank level 
 Keypad for accessing display settings, function settings and calibration 
 7 ft long feed-water inlet tubing with 0.5" outside diameter male NPTM, BSPM or GAZ fitting and pre-filter 

screen 
 
ADDITIONAL INFORMATION: 

 Requires filter pack (not included in package) 

 
WARRANTY: 1 year 

 
TECHNICAL SPECIFICATIONS: 

Dimensions, W × D × H (cm / in) 29.0 × 42.2 × 53.8 / 11.4 × 16.6 × 21.2 

Shipping Weight (Kg / lb) 17.6 / 38.8 

Tank Capacity (L) 6 

Purification Method Carbon Filtration, Deionization, Reverse Osmosis 

Noise level (dB) 50 

Conformance 
UL 61010-1 
CAN / CSA C22.2 No. 61010.1 
CE 

 


