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PRODUCT NO.: 8332 

 

Filter, 0.22µm Fluorodyne II, for ACD Workstation Gamma Gold (Sterile) 
 
DESCRIPTION: Economical, disposable capsule filters feature a Fluorodyne® II  membrane for fast 
processing of clean batches. Filters can be used for sterile filtration of large batches of media and 
buffers as well as for point-of-use filtration for lab water systems. These filters are suitable for 
viscous, particulate solutions, serum containing media and many fluids containing dilute proteins or 
preservatives. 
 
NOTE: This product is not approved for use in medical, clinical, surgical or other patient applications. 
Pall Laboratory products are designed for laboratory applications only. 
 

FEATURES: 

 Filter media is sealed in a polypropylene housing by thermal bonding for low extractable 
 Filters are ideal for efficient processing of liquid volumes from 5 to 20 L 
 Inlet/outlet hose connections are 6.4 to 12.7 mm (1/4 to 1/2") stepped hose barbs 
 Sterilized by gamma radiation 
 Intended for single use 
 Filter comes with a polycarbonate filling bell 
 The 100% integrity-tested capsules have an upstream vent that prevents vapor lock 
 Autoclavable 

 

TECHNICAL SPECIFICATIONS: 
Material  
 

Filter Media 
Housing and Vent Plug 
Sealing Technology 
Filling Bell 

Hydrophilic PVDF 
Polypropylene 
Thermal bonding 
Polycarbonate 

Pore Size 0.2 um 
Effective Filtration Area 200 cm2 

Inlet/Outlet Connections 6.4- 12.7 mm (1/4 - 1/2 in.) stepped hose barb with filling bell on outlet 
Typical Hold-Up Volume ≤ 6 mL (with 10 psi air gauge) 
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Max. Operating Temperature  60 °C (140 °F) at 1.0 bar (100 kPa, 15 psi) 
Max. Operating Pressure  4.1 bar (410 kPa, 60 psi) at 21 - 24 °C (70 - 75 °F) 
Bubble Point Test (w/ water) 3.5 bar (350 kPa, 51 psi) 
Bacterial Retention Lot samples retain a minimum 107 cfu/cm2 of B. diminuta per modified 

ASTM F838, current revision 
Endotoxin Level < 0.25 EU/mL using Limulus Amoebocyte Lysate (LAL) test 
Biological Safety Passes United States Pharmacopeia (USP) Biological Reactivity 

Test, In Vivo <88> 
Sterilization Method Gamma Irradiation 

 

 


